
 
 

Blending Scope TBSBlending Scope TBSBlending Scope TBSBlending Scope TBS----6666    

Compl. Kit, diameter 6 mm, Universal Use and IAE V 2500 
Order-No.  5.06040.00  (for compl. Kit, consisting of:)  
 

Technical Data 
 

1. Blending Device TBS  06/40 
 

Type and  
order-no. 

Diameter Working 
length 

Total 
length 

Adjustable 
working angle 

Supply voltage Speed 
[R.p.m.] 

5.06040.001 6 mm 400 mm 500 mm 80° - 105° 0 ... 24 V DC 0 - 5000 

 
2. Borescope for TBS 06/40 
 

Type and  
order-no. 

Suitable for 
Blending device 

Diameter Working 
length 

Direction  
of view 

Field 
of view 

6.27047.8765 5.06040.001 2.7 mm 475 mm 70° 80° 

 
3. Grinding Tool Kit universal complete, for HPC,  incl. Box 
 

Type and order-no. 
compl. kit 

Suitable for 
blending device 

Total pieces of 
grinding tools 

Different 
lengths 

Different 
forms 

5.06001.123 5.06040.001 30 18 3 

 
4. Contact Measuring Device  CMS-06/40 
 

Type and  
order-no. 

Diameter Working 
length 

Total 
length 

Channel 
diameter 

Adjustable working 
angle 

5.00640.001 6 mm 400 mm 500 mm 1.6 mm 70° - 105° 

 
5. Borescope for CMS-06/40 
 

Type and  
order-no. 

Suitable for 
Contact Measuring 
Scope 

Diameter Working 
length 

Direction  
of view 

Field 
of view 

6.27047.8765 5.00640.001 2.7 mm 475 mm 70° 80° 

 
6. Measuring Tool Kit complete incl. Box 
 

Type and order-no. 
compl. kit 

Suitable for 
Contact Measuring Scope 

Dimensions of 
template 

Diameter of 
flex. shaft 

Length of the 
probe 

5.00640.134 5.00640.001 3.5 x 3.5 mm 
(0.5 mm scale) 

1.2 mm 600 mm 

 
7. Carrying Case Type and Order No. 3.13005.08 
 

Design robust Aluminium 
Total weight of case incl. contents 10 kg 
Dimensions of the case (W x H x D) 780 x 170 x 330 mm 

 

TBS-06/40 
 



 
 
8. Power Supply Unit 
 

Order nos. Designation Input voltage Frequency Output 
voltage 

Power 
consumption 

Current 
rating mA 

5.00024.9511 Control unit 24 V DC  0 - 24 V DC   
5.00024.9512 Power supply 100 - 240 V 50/60 Hz 24 V DC max. 40 VA max. 620 

 

Weights Control unit: 0,170 kg / Power supply: 0,170 kg 
Dimensions  (W x H x D) Control unit: 57 x 36 x 115 mm / Power supply: 40 x 125 x 75 mm 
Electrical safety EN/IEC 60950-1, EMC: EN 55011 (Class B), EN 61000 6-2/  3-2/  3-2 
CE 89/336/EEC  and 73/23/ECC 
Protection IP 20  (not protected against water ingress) 

 
9. Accessories 
 

Angled attachment (tubus movable 0° - 150°) Order n o.   1.48000.96 
Video objective lens (C-mount)  f=32 mm Order no.   4.85261.272 
Eyepiece adapter for connecting standard ∅32 mm accessories to 
R.WOLF borescope eyepiece 

Order no.   1.52000.11 

 
10. Service Tools 
 

Hook tool for assembly drive belt   15 244.035 
Flat screw driver      9500.041 
Phillips screw driver      9500.042 

 
11. General Conditions of the Blending Scope Kit  5.06040.00 
 

Operation conditions -5° to +50 °C 
10% to 90% rel. humidity 

Storage- and transport conditions -20° to + 70°C 
10% to 95% rel. humidity 

 
12. Spare Parts 
 

Spare drive belts     ( 1 pack = 5 pcs.) Order no.:      5.00040.503 
Drive spindle Order no.:      15336.040 
Fixation screw for borescope Order no.:      15009.208 

 
 
 

Blending Scope kits for CF 6, CFM 56, GE 90, GEnx, GP7200  
and  RR RB211/Trent please ask for data sheets. 

For Pratt & Whitney PW 2000/4000 pls. ask P&W custo mer support. 
 
 
 
Headoffice, Factory and Sale: 

Richard WOLF GmbH,    Pforzheimer Str. 32,    D-754 38 Knittlingen,    Germany 
���� ..49 - 7043 - 35 222           Fax ..49 - 7043 – 35-1220 

eMail:  riwotech@richard-wolf.com 
Internet:   www.blending-scope.com   and   www.richard-wolf.com 

 
Subsidiary companies: in Austria, Belgium (BENELUX), France, India, U.A.E., U.K. and USA 

 
            IX.02.GB.9 


