
 
 

Blending Scope TBSBlending Scope TBSBlending Scope TBSBlending Scope TBS----8888    

Compl. Kit for 
Rolls Royce Engines RB211 and Trent 500 - 900  
in conformity to RR approval no. HU 81862 for HPC s ection  
Order-No.  5.08036.332 
The compl. kit consisting of:  
 
 

Technical Data    RR vendor no.  
WF12 

 
1. Blending Device 
 

Type and order-no. Diameter Working length Total  length Speed  [R.p.m.] 
5.08036.002 8 mm 360 mm 460 mm 0 - 5000 

 
2. Borescope 
 

Type and  
order-No. 

Suitable for 
Blending Device 

Diameter Direction  
of view 

Field 
of view 

Working length 

6.04044.8765 5.08036.002 4 mm 70° 80° 440 mm 
 
3. Universal Grinding Tool Kit compl.    incl. 3 boxes 
 

Type and Order Nos. 
for Universal Kit 

Colour of 
PVC Box 

Suitable for 
Blending Devices 

Total pieces of RR- 
approved grinding tools 

Various 
length 

Various 
forms 

5.00302.123 red 5.08036.002 21 9 3 
5.00302.223 blue 5.08036.002 21 7 3 
5.00302.323 green 5.08036.002 19 19 4 

 
4. Power Supply (Transformer) 
 

Order nos. Designation Input voltage Frequency Output 
voltage 

Power 
consumption 

Current 
rating mA 

5.00024.9511 Control unit 24 V DC  0 - 24 V DC   
5.00024.9512 Power supply 100 - 240 V 50/60 Hz 24 V DC max. 40 VA max. 620 

 

Weights Control unit: 0,170 kg / Power supply: 0,170 kg 
Dimensions  (W x H x D) Control unit: 57 x 36 x 115 mm / Power supply: 40 x 125 x 75 mm 
Electrical safety EN/IEC 60950-1, EMC: EN 55011 (Class B), EN 61000 6-2/  3-2/  3-2 
CE 89/336/EEC  and 73/23/ECC 
Protection IP 20  (not protected against water ingress) 

 
5. Carrying case 
 

Type and order no. 3.13005.08 
Kind of case robust aluminium with aluminium frames 
Total weight of case incl. contents 10 kg 
Dimensions of the case (W x H x D) 870 x 170 x 330 mm 
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6. Service tools  
 

Hook tool for insertion of the drive belt   15 244.035 
Flat screw driver  2 mm      9500.045 
Flat screw driver  3 mm      9500.046 
Phillips screw driver      9500.047 
Fork wrench tool for mount the grinding tools      9500.043 

 

7. General conditions of the Blending Scope Kit 
 

Operation conditions -5° bis +50 °C 
10% bis 90% rel. humidity 

Storage- and transport conditions -20° bis + 70°C 
10% bis 95% rel. humidity 

 

8. Accessories  
  

Eye piece adapter for 32 mm oculars Order no.:        1.52000.11 
Video objective lens (c-mount) Order no.:        4.85261.272 
Light guide adapter for Olympus light sources Order no.:           8096.811 
Light guide adapter for ACM light sources Order no.:             8083.10 

 

9. Spare Parts 
 

Drive spindle Order no.:         15336.022 
Faxation screw for borescope Order no.:         15009.208 
Drive belts     ( 1 pack = 5 pcs.) Order no.:      5.00036.502 

 

 

 

Blending Scope kits for RR Trent 1000, 
GE. CF-6, CFM 56, GE90 (stage 1 and stages 2-9), GEnx,  as well as 

GP 7200 (Blisk HPC stage 1 and HPC 2-8) 
6 mm Blending Scope kits for IAE V2500 and universal use   

please ask for special data sheets 
For Pratt & Whitney PW 2000/4000 pls. ask P&W customer support. 

 

 

Headoffice, Factory and Sales: 
Richard WOLF GmbH,    Pforzheimer Str. 32,    D-754 34 Knittlingen,    Germany 

����  +49 – (0)7043 - 35 222  Fax  +49 – (0)7043 – 35-1220 
E-mail:  riwotech@richard-wolf.com 

Internet:   www.blending-scope.com      and      ww w.richard-wolf.com 
 

Subsidiary companies: in Austria, Belgium (BENELUX), France, India, U.A.E., U.K. and USA 


